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THM 4L 60-E

"SKF" SINGLE CAGE
FORWARD SPRAG DURABILITY

Thisbulletinisbeingreprinted to help eliminate some confusion asseveral techniciansarenot awarethat the
" SKF" spragisokaytouse, aslongas" second" design mating partsareusedwithit.

CHANGE: Beginningin January 1995, all THM 4L 60-E transmissions were built with dimensional changes
ontheForward Sprag Inner Raceand the Overrun Clutch Hub.

REASON: Greatly improved durability of the29 element “ SKF” Forward Sprag Assembly.

PARTSAFFECTED:

(1) FORWARD SPRAG INNER RACE - Dimensional changeson the new designinner race, with the
removal of the champfer, and now fully supportsthe sprag end bearing, on the end bearing inside
diameter. Compare the previous cutaway illustration in Figure 2, with the current cutaway
illustrationinFigure3.

(2) OVERRUN CLUTCH HUB - Dimensional changes on the new design clutch hub, with the
elimination of the raised tabs on the teeth. The back side of the clutch hub isnow flat, to keep the
end bearing insidediameter fully ontheinner race. Comparethe previousclutch hubillustrationin
Figure2, withthecurrent clutch hubillustrationin Figure 3.

INTERCHANGEABILITY:
The"“SKF’ singlecagespragisOK touse, aslongas, thenew designinner raceand thenew design
overrun clutch hub are used with it as a service package (See Figure 1). The complete Forward
Sprag Assembly isavailableunder OEM part number 8657928.
The29 element singlecage" SKF" sprag and cageisavailablefrom Raybestos.
The29 element dual cagesprag isavailablefromBorg Warner.
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