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MITSUBISHI F4A40/50 SERIES
SHUDDERING ENGAGEMENTSOR HARSH SHIFTS

COMPLAINT: After overhaul, vehicles equipped with the FAA40/50 series transaxles may exhibit
Shuddering engagementsinto gear or Harsh upshifts.

CAUSE: The cause may be, during overhaul, the Accumulator Pistons and springs were installed
backwardsinto the case or the springswere mis-assembled in the Accumul ator Pistons.

CORRECTION: Refer to Figure 1 for the spring dimensionsfor each Accumulator piston, and to Figure 2 for
the correct accumulator identification and placement.
NOTE: Ensurethat each Accumulator line-upisplacedintothecasespringsfirst.

ACCUMULATOR SPRING DIMENSIONS

APPLICATION | SPRING |p SbTer| LEREE |4on Goi's| COLOR
LSMEEV OUTER 136" 2.590" 12 PLAIN
ngVAﬁEV INNER 102" 2273 15 PLAIN

UNDERDRIVE |~ ouTER 158" 2.545" 12 BLACK

UNDERDRIVE | INNER 1137 2.003" 15 BLACK
SECOND OUTER 138" 2.575" 10 BLACK
SECOND INNER 113 2.127" 9 BLACK

OVERDRIVE | OuTER 158" 2.545" 12 PLAIN
O\éELﬁ%'Q/E NO INNER SPRING ON THE OVERDRIVE CLUTCH
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ACCUMULATOR PISTON AND SPRING PLACEMENT IN THE CASE

PLACE THE
SPRINGSINTO
THE CASE FIRST

LOW/REV UNDERDRIVE SECOND OVERDRIVE
BRAKE CLUTCH BRAKE CLUTCH
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