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THM 4L60-E/AL65-E AND THM 4L 80-E
NEW PRESSURE CONTROL SOLENOID

CHANGE: Beginningat thestart of productionfor 2003 model 4L 60-E and 4L 65-E transmissions, and start of
production for 2004 model 4L80-E transmissions, the Pressure Control Solenoid (PCS) was
changed to anew design solenoid with arevisedinternal harnessconnector, asshowninFigurel.

REASON: Eliminatesmis-assembly concernsonthefactory assembly line.

PARTSAFFECTED:

(1) PRESSURE CONTROL SOLENOID - Solenoid redesigned with a new design connector, as
showninFigurel.

(2) INTERNAL WIRE HARNESS - Harness connector changed to accommodate the new solenoid
connector, asshowninFigure 1.

INTERCHANGEABILITY:
Will interchangeaslong astheinternal harnessused iscompatablewith the solenoid.

SERVICE INFORMATION:

Pressure Control Solenoid (2003 DESIGN) ..coveeverieerieriereesieeie e see e eneas 24224905
4L 60-E/4AL65-E, Internal WireHarness(2003DeSIgN) .....ccuevvereeerieenierieniesiesiesiennens 24222891
41 80-E, Internal WireHarness(2004 DESIGN) .....ccvveeiieerieeiieeiieesieesieessesesseesseeenseens 24224906
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PREVIOUS DESIGN NEW DESIGN

Figure 1
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