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CHRYSLER 41TE
DELAYED ENGAGEMENT

COMPLAINT: A Chrysler or Dodge vehicle equipped with a 1995 or later 41TE or 41TES transmission has a
complaint of adelayed forward and reverse engagement followed by a double bump.

CAUSE: The retainer that separates the Lockup Control Valve and the TCC Accumulator Valve was
missing, refer to figure 1.
The first gear hydraulic seen in figure 2 will show that without the retainer in place, the Lockup
Control Valve will be forced to the left by the TCC Accumulator Valve Spring which will block
tcc charge oil until it can loop around to the spring side of the Lockup Control Valve resulting ina
delay infilling the torque converter.

CORRECTION: Install the retainer between the Lockup Control Valve and the TCC Accumulator Valve.

19-07
AUTOMATIC TRANSMISSION SERVICE GROUP Page 1 of 2




P4ATsG Technical Service Information

CHRYSLER 41TE
DELAYED ENGAGEMENT
11O
THIS SEPARATOR RETAINER )
WAS MISSING
TCC @_ ( —
TCC CONTROL R 1 |
CONTROL ACCUMULATOR
END VALVES VALVE )\ D @l

]
A e - T )
v AN ()]
RETAINER TCC CONTROL SEPARATOR TCC CONTROL

VALVE SPRING RETAINER ACCUMULATOR
VALVE SPRING Copyright © 2018 ATSG

Figure 1

CAUSES A DELAY

FILLING CONVERTER \

RETAINER
MISSING

TCC CONTROL
VALVE FORCED
TO LEFT
i
o
DELAYS OlL— "
UNTIL IT CAN

LOOP AROUND
TO HERE

Copyright © 2018 ATSG

Figure 2 19-07
AUTOMATIC TRANSMISSION SERVICE GROUP Page 2 of 2




	Page 1
	Page 2

