
 

                      
           

Technical Service Information

TOYOTA AB60E 

DTC P2714 

COMPLAINT: Some customers may complain about a M.I.L. “ON” condition with DTC 
Control Solenoid “D” Performance – Shift Solenoid SLT) combined with 
performance DTCs such as P0751, P0756, P0761, P0766, P0729, P0781, 
P0776 with abnormal transmission shifting (TSB 0078-08). 

P2714 (Pressure 
other transmission 
P0894, P2757, or 

CAUSE: 1. Low fluid level 

2. Replacement of the transmission and installation of 
Module/ECMsoftware logic may be required to repair the vehicle. 

revised Engine Control 

1. Check the condition of the transmission fluid. Look for leaks and check the level. It is normal 
for WS transmission fluid to change from a clear red color when new to an opaque brown color 
with use. If it is darker than brown, feels gritty and smells burnt, the unit will need to be rebuilt or 
replaced. If the fluid condition checks well, correct any leaks and restore the transmission to its 
proper fluid level. Erase the code(s) and test drive. DTC P2714 and most transmission 
performance DTCs are two-trip detection logic DTCs. If the codes return, move to correction 
step 2. 

CORRECTION:The transmission will need to be rebuilt or replaced. With models built prior to the VIN numbers 
listed in figure 1 will also require re-programming. Use figure 2 for the appropriate calibration 
number. Figure 3 provides part numbers for a new transmission or ECM (PCM) if needed. 

Figure 1
The production plant can be identified by the first 3 digits and the 11th digit of the VIN: 
• 5TB = TMMI 
• S as 11th digit = TMMI 
• 5TF = TMMTX 
• X as 11th digit = TMMTX 
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Figure 2 

Part numbers for new PCM's and Transmissions 

Modifications Label 

Figure 3 
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