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GM 6T70/75

TRANSMISSION FLUID PUMP

COMPLAINT:

CAUSE:

CORRECTION:

During the transmission rebuild process, the pump is disassembled for inspection 
and cleaning. When it is time to install the five pump assembly screws, see figure 1, 
metal shavings are found in the five pump cover to pump body screw holes, see 
figure 2, that will prevent the Torx head screws from tightening down properly, refer 
to figure 3, which result in low pump pressure.

General Motors designed the 6T70/75 transmission fluid pump to be a non-
serviceable component. The five Torx head screws that hold the pump sections 
together are self-tapping screws that cut their own threads into the pump body 
when assembled at the factory, refer to figure 4. When the screws are removed, 
they are partially stripped which creates the metal shavings.

Blow the metal shavings out of all five bolt holes making certain all metal shavings 
are gone. Chase the threads with a M6x1.0 bottom tap, see figure 5, and clean the 
holes of any metal shavings. Install the five pump assembly bolts and torque to 120 
In. lbs.

TECHNICAL SERVICE INFORMATION

AUTOMATIC TRANSMISSION SERVICE GROUP

PUMP COVER TO PUMP BODY
SELF-TAPPING SCREWS
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Figure 1

6T70/75 TRANSMISSION FLUID PUMP ASSEMBLY



GM 6T70/75

TRANSMISSION FLUID PUMP

Figure 2
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TECHNICAL SERVICE INFORMATION

AUTOMATIC TRANSMISSION SERVICE GROUP

PUMP ASSEMBLY SCREW
CANNOT TIGHTEN PROPERLY

METAL SHAVINGS
IN SCREW HOLE

Figure 3
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Figure 4

CHASE THREADS WITH A
M6x1.0 BOTTOM TAP
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Figure 5
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SELF-TAPPING PUMP
ASSEMBLY SCREWS
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