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ALLISON 1000/2000

CHANGE:

REASON:

PARTS AFFECTED:

INTERCHANGEABILITY:

SERVICE INFORMATION:

TECHNICAL SERVICE INFORMATION

AUTOMATIC TRANSMISSION SERVICE GROUP

The C1 clutch apply piston outer d-ring seal has been redesigned and is now blue in 
color, refer to figure 1 The outside diameter of the redesigned seal is slightly smaller in 
diameter.

Easier installation of the C1 clutch apply piston.

The C1 apply piston outer d-ring seal.

The previously designed C1 clutch apply piston outer d-ring seal, shown in figure 2, will 
interchange with the current design level seal.
NOTE: The previous design level seal interchanged with the C2 clutch apply piston. The 
current design level blue seal is exclusive to the C1 clutch apply piston. The previously 
design level seal continues to be used on the C2 clutch apply piston. The location of 
the C1 clutch apply piston components can be seen in figure 3.

The currently design level C1 piston seal was released on June 19, 2020 at the 
Indianapolis plant. It was released at overseas plants in September of 2020.

Previously Designed C1 & C2 Clutch Apply Piston D-ring Seal............................29542809
Currently Designed  C1 Clutch Apply Piston D-ring Seal Only.............................29562692

CURRENT DESIGN LEVEL SEAL PREVIOUS DESIGN LEVEL SEAL

REDESIGNED C1 CLUTCH APPLY PISTON SEAL
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Figure 2
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REDESIGNED C1 CLUTCH APPLY PISTON SEAL

Figure 3
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