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C ON EL OBJETIVO de ampliar su vivienda ac-
tual, una construceidn entre medianeras, los
clientes adguirieron la propiedad que lindaba con
¢l patio trasero, dando como resultado un conjunto
alargado con [rentes a dos calles distintas y un patio
central que conecta ambos volimenes.

El proyeeto centra todos sus esfuerzos en la re-
habilitacion y transformacién del nuevo inmueble,
un cuerpo rectangular con cubierta a dos aguas,
mientras que la casa principal permanece intacta.
Como primera medida, se decide intervenir en el
forjado existente de madera recortando por el punto
medio las vigas de madera, cuyas cabezas se sos-
tienen mediante cables de acero anclados a su vez
a una nueva viga de acero empotrada en los muros
de carga. Siguiendo el mismo esquema estructu-
ral, se cuelga de un perfil metilico una plataforma
elevada que conecta ambos cuerpos y genera, al
mismo tiempo, una galeria cubierta en el jardin,
En la fachada, los huecos se amplian mediante
nuevos dinteles de hormigén y, ademds, se retira
¢l enlucido dejando a la vista la fibrica cerdmica
original. Por otro lado, la cocina estd fabricada en
acero galvanizado y revestida con pancles desli-
zantes de contrachapado de abedul; el pavimento,
por su parte, cs de hormigon fratasado.

WI'I'H THE idea of enlarging their current
residence, a building set between party
walls, the clients acquired the property adjacent
to their rear patio, and the result is an elongated
complex facing two streets, with a central
courtyard linking the two consiructions.

The project concentrated on refurbishing and
transforming the ensemble. The new building is
a rectangular volume with a pitched roof, while
the main house has been left intact. The first
measure taken involved the existing timber floor
slab, curting the wooden beams at midpoin,
the heads of which are held up by steel cables
which in turn are anchored to a new steel beam
embedded into the loadbearing walls. Fallowing
the same structural scheme, an elevated platform
was suspended from a metal profile, connecting
the two volumes while forming a covered gallery
in the garden. The openings on the facade were
enlarged by means of new concrete lintels, and
the ald plaster was removed, leaving the original
brickwork for the eves to see. On the other hand,
the kitchen was executed with galvanized steel
and given a cladding of sliding panels fabricated
with birch plywood. The pavement, for its part,
is made of trowelled concrete.
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Empotrada en los muros
de carga y apoyads en los
mistiles de dos escaleras
de caracol, una interior y
otra ¢n ¢l patio, ung viga
de acero sostience mediante
tensores las de las cabezas
de las vigas del forjado
de madera existente.

Embedded into the
loadbearing walls and
r'e-'.t'rJ'I'rg on the masis u,r‘
two spiral sfaircases, one
imdoars and the other

in the conrtyard, a steel
beam uses strufs fo hold
w2 the heads of the beams
af the existing fimber slab,
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Con el objetivo de ampliar
su vivienda actual, los
clientes adguiricron la
propicdad que lindaba

con la medianera irasera,
dando lugar a un conjunto
compuesto por dos

través de un patio central,
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With the obfective of
entlavging their curvent
residence, the clients
acguired the properiy
bordered by their rear
party wall, and this
eventually resulted in
e buildings connecred
by a cemral r.'errrrF}:Jrc.".
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