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iz ifin Feature: BAST
ARCHITECTURE AND URBANISM Dwelling in France M26
24:09 Toulouse, France
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credits and Data

project litle: M26

Client: Private

Location: Toulouse, France

Design: 2018

completion: 2020

\uhll« ol BAST

Pesign teant: Laurent Dic

B e OPE Ilhm“::IINT:;IIII.I::M Le Ny, Louis Leger
Gjte ared: 717Tm” A
(iross floor area: 140 m’

sstimate: 242,000 USD
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pp. 22-23: Detail of the aluminum
thermal curtain. Photos on pp. 22-28
courtesy of BAST. p. 24: The rear
entrance to the glazed corridor
connects the 2 volumes. p. 25:
Southern garden facade. pp. 20-27:
The corridor provides insulation and @
sheltered area to exit from the interior
spaces.
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An addition joins 2 suburban houses to form one family home,
The clinker brick house is hollowed out to accommodate the day
space, while the brick house is filled with bedrooms. A glazed
extension — made of timber frames — overlooks the garden and
links the 2 houses. The existing houses have external insulation

on the facade and roof.

All the spaces have a concrete slab floor, and all the roof
timbers, framework, and intermediate floor elements are made
of raw untreated Douglas fir. The original joinery has been
replaced by pinewood joinery. Fixed and openable aluminum
frames make up the glazed facade of the addition, and an
aluminum thermal curtain protects this facade from the

SUmImer surl.
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This page, top: The circular staircase
carves into the Douglas fir counter.
This page, bottom: A loft space was
added above the kitchen.
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