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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:
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UNIT:cd
C0/180,20.9deg

UNIT:cd

C90/270,21.1deg
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 197.74 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

�

�

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

�

�

260

220

3640.65

1

220

37988

103.8

3779.5

DIRECT

0.0

103.8

0.23

0.28

0.0,60.5

0.0,43.3

0.00

1.00

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:

��

  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C90 C180 C270   zone   total %lum,lamp��� � �

DEG LUMINOUS INTENSITY:×10cd UNIT:lm

3035 3149 37.49 2179 3060 3060 81,84.1

7.053 7.198 4.877 4.882 665.3 3725 98.6,102

2.271 2.418 1.635 1.404 15.68 3741 99,103

0.5967 0.6228 0.5201 0.5029 7.051 3748 99.2,103

0.9478 0.9202 0.1073 0.1325 3.615 3752 99.3,103

1.389 1.331 0.1008 0.1222 5.786 3757 99.4,103

1.396 1.335 0.1886 0.1847 7.574 3765 99.6,103

1.195 1.144 0.2888 0.2878 8.048 3773 99.8,104

0.5020 0.4558 0.3779 0.3810 6.413 3779 100,104

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

 cc
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�

�

�
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80%

50% 30% 10%

20%

70%

50% 30% 10%

20%

50%

50% 30% 10%

20%

30%

50% 30% 10%

20%

10%

50% 30% 10%

20%

0

0

0

 0.0

 1.0

 2.0

 3.0

 4.0

 5.0

 6.0

 7.0

 8.0

 9.0

10.0

1.24

1.19

1.15

1.12

1.10

1.08

1.07

1.05

1.04

1.03

1.02

1.24

1.17

1.13

1.10

1.07

1.05

1.04

1.02

1.01

1.00

.00

1.24

1.16

1.11

1.08

1.05

1.03

1.02

1.01

.00

.99

.98

1.21

1.17

1.14

1.11

1.09

1.07

1.06

1.05

1.04

1.03

1.02

1.21

1.15

1.12

1.09

1.07

1.05

1.03

1.02

1.01

1.00

.99

1.21

1.14

1.10

1.07

1.05

1.03

1.01

1.00

.99

.99

.98

1.15

1.13

1.10

1.09

1.07

1.06

1.05

1.04

1.03

1.02

1.01

1.15

1.12

1.09

1.07

1.05

1.04

1.03

1.02

1.01

.00

.99

1.15

1.11

1.07

1.05

1.03

1.02

1.01

.00

.99

.98

.98

1.10

1.09

1.08

1.06

1.05

1.04

1.04

1.03

1.02

1.01

1.01

1.10

1.08

1.06

1.05

1.04

1.03

1.02

1.01

1.00

.99

.99

1.10

1.07

1.05

1.04

1.02

1.01

1.00

.99

.99

.98

.97

1.06

1.05

1.05

1.04

1.04

1.03

1.03

1.02

1.01

1.01

1.00

1.06

1.05

1.04

1.03

1.02

1.02

1.01

1.00

.00

.99

.98

1.06

1.04

1.03

1.02

1.01

1.00

.00

.99

.98

.98

.97

1.04

1.03

1.02

1.01

1.00

.00

.99

.98

.98

.97

.97

AREA(m2)
10 20 30 40 50 70 100 200 300 500 700 1k 2k 3k 4k 5k 7k

2

3

4

5

6
7
8
9

10

20

30

40

50
LAMPS LUMINAIRE BUDGETARY DIAGRAM

456H=7456H=7

CONDITIONS

FLUX 5000lm

FACTOR 0.70

Hdown 0.00m

Hwork 0.00m

Ework(AVE) 100lx

���� � cc w fc

70 50 30

50 30 20

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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WEC AND CCEC

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

 cc

 w

 fc

�

�

�

RCR Wall Exitance Coeffcients(WEC)RCR:Room Cavity Ratio
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C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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UGR(Unified Glare Rating) Table

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

     3H

     4H

     6H

     8H

    12H

     4H      2H

     3H

     4H

     6H

     8H

    12H

     8H      4H

     6H

     8H

    12H

    12H      4H

     6H

     8H

  2.2   2.0  2.6   2.4  2.3   2.2  2.7   2.5  2.8   2.7

  5.9   5.7  6.3   6.1  6.1   5.9  6.5   6.3  6.7   6.5

  7.8   7.5  8.1   7.9  8.0   7.8  8.3   8.1  8.5   8.3

  9.6   9.4 10.0   9.8  9.9   9.7 10.2  10.0 10.4  10.2

 10.5  10.2 10.9  10.6 10.8  10.5 11.1  10.8 11.3  11.1

 11.3  11.0 11.7  11.4 11.6  11.3 11.9  11.6 12.2  11.9

  3.6   3.5  4.0   3.9  3.9   3.8  4.2   4.1  4.4   4.3

  7.3   7.2  7.7   7.5  7.6   7.5  8.0   7.8  8.2   8.0

  9.3   9.1  9.6   9.4  9.6   9.4  9.9   9.7 10.2  10.0

 11.2  11.0 11.5  11.3 11.6  11.4 11.9  11.7 12.2  12.0

 12.2  11.9 12.4  12.2 12.5  12.3 12.8  12.6 13.1  12.9

 13.0  12.8 13.3  13.0 13.4  13.2 13.6  13.4 14.0  13.8

 10.0   9.9 10.3  10.1 10.4  10.2 10.6  10.5 11.0  10.8

 12.2  12.0 12.4  12.3 12.6  12.4 12.8  12.6 13.2  13.1

 13.2  13.1 13.4  13.3 13.7  13.5 13.9  13.7 14.3  14.1

 14.3  14.0 14.4  14.2 14.7  14.5 14.9  14.7 15.3  15.1

 10.2  10.0 10.4  10.3 10.6  10.4 10.8  10.7 11.2  11.0

 12.4  12.3 12.6  12.5 12.9  12.7 13.0  12.9 13.5  13.3

 13.6  13.4 13.7  13.6 14.0  13.9 14.2  14.0 14.7  14.5

Variations with the observer position at spacings:

S = 1.0H + 0.1 / - 0.1 + 0.1 / - 0.1

    1.5H + 0.2 / - 0.2 + 0.2 / - 0.2

    2.0H + 0.3 / - 0.4 + 0.3 / - 0.4

CIE Pub.117 Corrected 3641 lm Total Lamp Luminous Flux.(8log(F/F0) = 4.5)

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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UTILIZATION FACTORS TABLE

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX       UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 95 89 85 94 89 85 93 88 85 82

0.80 102 96 93 101 96 93 100 95 92 89

1.00 106 100 97 105 100 97 103 100 96 92

1.25 109 104 101 108 104 101 106 103 100 96

1.50 112 107 104 110 106 104 108 105 103 98

2.00 114 110 107 112 109 106 110 107 105 99

2.50 115 112 109 114 111 108 111 108 106 100

3.00 117 114 111 115 112 110 112 109 108 101

4.00 119 116 114 117 115 113 113 111 110 103

5.00 120 118 116 118 116 115 114 113 111 104

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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ISOCANDELA DIAGRAM

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:
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0
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Imax:37988(H-1.0,V0.0)

 (At:C=180.0,Gamma=1.0)

UNIT: cd

10% 3799
20% 7598
30% 11397
40% 15195
50% 18994
60% 22793
70% 26592
80% 30391
90% 34190

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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AAI Figure

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

1m 36.93cm28754,37971lx

2m 73.86cm7188,9493lx

3m 110.79cm3195,4219lx

4m 147.71cm1797,2373lx

5m 184.64cm1150,1519lx

Height Eavg,Emax DiameterAngle:20.92deg

Flux out:3413 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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ISOLUX DIAGRAM

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

  7.6'  2.31m

  6.1'  1.85m

1.85m

6.1'

  4.5'  1.39m

  3.0'  0.92m

0.92m

3.0'

  1.5'  0.46m

  0.0'  0.00m

0.00m

0.0'

  1.5'  0.46m

  3.0'  0.92m

0.92m

3.0'

  4.5'  1.39m

  6.1'  1.85m

1.85m

6.1'

  7.6'  2.31m

MOUNTING HEIGHT: 33'(10.0m)

  3% 11.38lx 1.058fc

  5% 18.97lx 1.763fc

 10% 37.94lx 3.525fc

 30% 113.8lx 10.58fc

 50% 189.7lx 17.63fc

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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LED Avg.L Report

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

AvgL cd/m2

L_0~180(65)av 1684

L_0~180(75)av 2721

L_0~180(85)av 6303

L_90~270(65)av 1612

L_90~270(75)av 2621

L_90~270(85)av 6019

L_45(65)av 1564

L_45(75)av 2541

L_45(85)av 5949

Standard: GB/T 29293-2012

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve

-25 -20 -15 -10 -5 0 5 10 15 20 25

Distance(m)
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40

80

120

160

200

240

280

320

360

400
E(lx) MH = 10 m

C0/180

C90/270

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: PROFILE RGBALC

SPEC.:

MFR.: ILI

TYPE:JNS

DIM.: 

SUR.:0.12

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

  (DEG)�

C(DEG)
  Table--1 UNIT: ×10cd

0

0 3783

5 3614

10 3035

15 17.9

20 7.05

25 3.80

30 2.27

35 1.25

40 0.60

45 0.61

50 0.95

55 1.23

60 1.39

65 1.43

70 1.40

75 1.31

80 1.20

85 0.87

90 0.50

90

3747

3569

3149

16.0

7.20

4.10

2.42

1.25

0.62

0.61

0.92

1.18

1.33

1.36

1.34

1.26

1.14

0.82

0.46

180

3783

3461

37.5

10.5

4.88

2.66

1.64

1.04

0.52

0.23

0.11

0.09

0.10

0.14

0.19

0.24

0.29

0.33

0.38

270

3747

3487

2179

11.0

4.88

2.56

1.40

0.86

0.50

0.26

0.13

0.10

0.12

0.13

0.18

0.24

0.29

0.33

0.38

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG
�
�

Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.292
Temperature:25.3DEG Humidity:65.0%

Test Distance:6.750m [K=1.0000]Operators:
Test Date:2022-10-22 Remarks:


