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Software Change Note
	System
IBASCP2
	Change#
0030
	IBA Ref
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	PTC  Ref
63
	Release Date
2008-Sep-10

	Requirements
IBA
	Implementation
W.Nett, P.Scheidler
	Testing
W.Nett, C.Pendleton


Spot profile width calculations seems wrong in the scanning controller.

1 New Versions

The following new versions have been generated:
	SYSTEM
	Hardware
	FPGA
	Software

	Scanning Controller Gateway Server
	PC
	
	

	SGCU controller
	A500
	
	

	RCU controller
	A500
	
	

	FCU controller
	A500
	
	

	Beam command
	M10C
	
	

	ISEU, X-SMPS, Y-SMPS readback
	M10
	
	

	Magnet field readback
	H10
	
	

	Dosimeter for integral IC2/IC3 integral planes 
	F100
	
	

	Dosimeter for IC2/IC3 strips
	I3200
	
	

	Ethernet communications
	Rabbit
	
	


2 Requirements
The Scanning Controller is improperly applying the offset specified in the <sc_setup.ini> file. The offset should only be applied to the position and not the width. Description is currently collapsed. Click to expand.
3 Changes Made
Offsets are now only applied to the width when performing conversions.
4 Tests
Trajectory maps were run that specified 0 for TARGET_CHARGE. The data was analyzed and the M10 was not activated during the 0 spots and no dose was observed.
Further tests are pending development of full automated test.
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