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	Document Name

Software Change Note
	System
IBASCP2
	Change#
0054
	IBA Ref

	PTC  Ref

	Release Date
2008-Nov-26

	Requirements
IBA
	Implementation
W.Nett
	Testing
W.Nett, C.Pendleton


The FCU position and widths do not work

1 New Versions

The following new versions have been generated:
	SYSTEM
	Hardware
	FPGA
	Software

	Scanning Controller Gateway Server
	PC
	
	

	SGCU controller
	A500
	
	

	RCU controller
	A500
	
	3.11

	FCU controller
	A500
	
	

	Beam command
	M10C
	
	

	ISEU, X-SMPS, Y-SMPS readback
	M10
	
	

	Magnet field readback
	H10
	
	

	Dosimeter for integral IC2/IC3 integral planes 
	F100
	
	

	Dosimeter for IC2/IC3 strips
	I3200
	
	

	Ethernet communications
	A30
	
	


2 RequirementsDescription is currently collapsed. Click to expand. 
The FCU positions and widths do not function.
3 Changes Made
When the tuning code was added, a bug was introduced that improperly established the value of the window parameter. This has been fixed.
4 Tests
Standard triangle waveforms were applied on both X and Y I3200 devices. Maps were run and the position and width were logged to file. All positions and widths were recorded as expected. The system also reports correctly the widths and positions while in the Idle state.
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