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	Release Date
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	Requirements
IBA
	Implementation
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W.Nett


Slew and spot durations need to be > 50ms.

1 New Versions

The following new versions have been generated:
	SYSTEM
	Hardware
	FPGA
	Software

	Scanning Controller Gateway Server
	PC
	
	

	SGCU controller
	A500
	
	1.13

	RCU controller
	A500
	
	2.04

	FCU controller
	A500
	
	3.04

	Beam command
	M10C
	
	

	ISEU, X-SMPS, Y-SMPS readback
	M10
	
	

	Magnet field readback
	H10
	
	

	Dosimeter for integral IC2/IC3 integral planes 
	F100
	
	

	Dosimeter for IC2/IC3 strips
	I3200
	
	

	Ethernet communications
	Rabbit
	
	


2 Requirements
Slew and spot maximum times specified in the DURATION_TIMES of the trajectory map should be > 50ms.
3 Changes Made

No maximum time is imposed on these submap DURATION_TIMES. The total scan time is still checked against memory limitations of each controller.
4 Tests
Trajectory maps were downloaded that had slew and spot DURATION_TIMES of 1, 50, 250, and 1000 milliseconds. Data was collected after running the trajectories and and in case the resulting number of timeslices in the database matched the specified durations.
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