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PRS25418 - SC tab indicates "selected beamline -1.
1 New Versions

The following new versions have been generated:
	SYSTEM
	Hardware
	FPGA
	Software

	Scanning Controller Gateway Server
	PC
	
	3.8f

	SGCU controller
	A500
	
	

	RCU controller
	A500
	
	

	FCU controller
	A500
	
	

	NECU
	A500
	
	

	Beam command
	M10C
	
	

	ISEU, X-SMPS, Y-SMPS, beam current readback
	M10
	
	

	Magnet field readback
	H10
	
	

	Dosimeter for integral IC2/IC3 integral planes 
	F100
	
	

	Dosimeter for IC1/IC2/IC3 strips
	I3200
	
	

	Ethernet communications
	A30
	
	


1.1 Requirements
IBA's bug report:

We have the information of the current selected beam line in *two* places
1) SC RPC interface => not OK
2) Data recorder interface => OK

To be more precise, the BMS uses the SC RPC interface to check the current selected beam line and the field beamlineSelected seems to be not correctly initialized. (Wrong feedback -> '0' although we request '2')

struct ScanningControllerRpcGetState_out {
ScanningControllerRpcStatus rpcStatus;
int beamlineSelected;
SC_CTRL_RPC_STATE functionalState;
SC_CTRL_RPC_OPERATIONAL_STATE operationalState;
SC_CTRL_RPC_ABNORMAL_BEAM_DETECTED_STATE abnormalBeamDetectedState;
};

/**
* Returns the current state and safety status of the ScanningController.
*
* @return current functional state, operational state and
abnormalBeamDetected state.
*/
ScanningControllerRpcGetState_out scanningControllerRpcGetState(void) = 5;
Description is currently collapsed. Click to expand. [image: image2.png]



1.2 Design

The <beamlineSelected> parameter was not being properly updated by the SC code. This has been fixed to reflect the currently selected room number.
1.3 Testing

See release V3.8f test results.
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