HDD SERIES

15KVA-48V/15KVA-96V/20KVA-192V

Pure sine ware output, low frequency, transformer base-

DC Start Function, Auto restart when Ac recovering-

Perfect Match For Generator Using-

High Efficiency,Small Consumption:

Smart battery charger,3 Steps smart charging-

BMS for Lithium battery communication-

Selectable charging current based on applications:
Adjustable AC input/DC input/Solar input optional priority-
Wifi Kit optional-

Overload, Over voltage, reverse connect, etc.Full protections:

HDD-15KVA HDD-15KVA HDD-20KVA

Input
Capacity (VA) 15KVA 15KVA 206VA
\VoRage (DC) 48V a8v/ 162V 102V
Nominal Vollage 220VAC
VoRage Range 154-208VAC
Frequency S50-€0Hz Auto sersing
Output
Wt 12KW | 12KW | 16KW
\Voltage 220VAC
Freguency SOV60Hz
Waweform Pure sinewave
Tranefar time{AC to DC) <Bra
Transfar ime{DC o AC) «“Brres
Oudput vollage regulation 10%ms
Bypass Mode Yo
Saver Mode Yeos
Efficiency =08%
Protection
Input Protection Circull Breaker
Qutput Pratection Circult Breaker
"—w
AGM-Deep Cycle.GEL
e ke Up to S00AR
Charging current T3AsA 3EAJ22A 3a0A
Low Lavel disconneci(Selactabsa) 40V or42V 80V or BAVBOV or 1BV 160V or 168V
Input AC.Output AC
Battery DC Output Lomd
LCD nadicator status Aluern, Fauk
Battery Chorge Lovel
Output Frequency
AC Lina IncGrean
Inverter:Green
LED Indicator status Charghg Yelkow
Alamm:Red
Alarm
Low battery alarm Audible atarm-1 beeping por second
Ovaroad sdarm Auclible stsrm-conbrucus Hesping
Fauh Audible atam -continuous boeping
Environmant
Temperature 040
Humidity CO-95 %, Non condensing
Accoustic Noise(db) 5548




