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Problem Water Is No Problem! 

When you install a whole-house automatic water filtration system your water 
problems will disappear. Iron, manganese and sulfur are oxidized into solids and 
trapped in the filter bed where they get flushed to the drain.
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Iron Filters - Manganese Greensand
82286 Filt,EF89DFGS-100 0948N 1.00 3.0 5.0 5.0  6,000 4.0 9 x 48 1” 129
82287 Filt,EF89DFGS-150 1054N 1.50* 4.0 8.0 5.0  9,000 4.0 10 x 54 1” 179
82288 Filt,EF89DFGS-200 1252N 2.00* 5.0 10.0 7.0  12,000 8.0 12 x 52 1” 234
82289 Filt,EF89DFGS-300 1465N 3.00* 6.0 12.0 10.0  18,000 8.0 14 x 65 1” 353
Maximum Removal Amounts:   Combination of Iron x 1, Manganese x 2, H2S x 3 = 10 ppm;   Hydrogen Sulphide = 3.0 ppm;   Iron (Ferrous) = 7.0 ppm;    
Manganese = 5.0 ppm;   Bacterial Iron = 0.0 ppm;   Min pH = 7.0

All Filters
Connections INCLUDES 1” 90° NPT ELBOWS
Electrical INPUT 120V 60 HZ - OUTPUT 12V 650MA
Water Temp MIN 40° - MAX 110° F (4° - 43° C)
Water Pressure MIN 30 - MAX 125 PSI (207 - 862 KPA)

*Media not loaded in mineral tank.

Chemical Feeder
Potassium Permanganate sold separately. 


