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WESTGATE MFG., INC.                                              • Phone (877) 805-2252 • Fax (877) 809-2252 

LF12-6WW 
LF12-6NW 
LF12-6CW 

Ideal for general site lighting, landscape, sign lighting, flag poles and 
pathways. 

 12V LED BULLET LANDSCAPE FLOOD LIGHT 

ELECTRICAL SPECIFICATIONS: 

• Voltage: 12VAC/DC 

• Wattage: 6W 

• Power factor: >0.95 

• Efficacy: 66LM/W/75LM/W 

LIGHTING SPECIFICATIONS: 

• Dimmable: Non dimmable 

• Light Source: COB Technology with Smooth Aluminum 

Reflector 

• Lens: Glass Lens 

• Total lumens: 400LM(2700K)/400LM(3000K)/45

(4000K)/450LM(5000K) 

• Color temperature: 2700K/3000K/4000K/5000K 

• Color rendering index: >80 

• Beam angle: 45° 

HOUSING SPECIFICATIONS: 

• ADC 12 cast aluminum with powder coat (Bronze finish) 

• 6-1/2” Aluminum spike 

• 18” SJO 18/2 AWG Lead wire 

• Operating temperature: -40°F ~ 104°F 

• Lifespan: 50000 Hrs.                               

• IP rating: IP67, Wet Locations 

WARRANTY: 1 years 

MODEL WATTS VOLTAGE LUMENS COLOR TEMP 

LF12-6WW 6W 12VAC/DC 450 LM  5000K 

LF12-6NW 6W 12VAC/DC 450 LM  4000K 

LF12-6CW 6W 12VAC/DC 400 LM  3000K 

LF12-6W-27K-KN 6W 12VAC/DC 400 LM  2700K 

LF12-6W-30K-KN 6W 12VAC/DC 400 LM  3000K 

LF12-6W-40K-KN 6W 12VAC/DC 450 LM  4000K 

LF12-6W-50K-KN 6W 12VAC/DC 450 LM  5000K 

CERTIFICATIONS: 

DIMENSIONS: 

LF12-6W-27K-KN 
LF12-6W-30K-KN 
LF12-6W-40K-KN 
LF12-6W-50K-KN 


