
MAX Emergency Downlight

SPACING TABLE

Anti-panic 0.5 lux Escape Route 1 lux

Photometric curve Model
Number

Lux level 
directly 
under

Mounting 
height (m)

DLA3-S45
45° Spot 
lens (45°)

DLA3-OA1
Open Area 
lens (155°)

DLA3-OA2
Open Area 
lens (125°)

DLA1.5-C
Corridor 

lens 
(145°x75°)

DLA1.5-OA2
Open Area 
lens (125°)

Transverse 
to Wall Axial to WallAxial to Axial

Transverse 
to 

Transverse

Transverse 
to Wall Axial to WallAxial to Axial

Transverse 
to 
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4
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5
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7

6.2
5.1
3.9
2.7
1.6
1.3
1.1
0.9
0.7

10.1
8.2
6.3
4.4
2.5
4.4
3.3
2.2
1.1

10.9
8.3
6.4
4.6
2.7
2.4
2.0
1.6
1.2
6.2
5.0
3.9
2.7
1.5
1.3
1.1
0.9
0.7

161.0
130.8
100.7
70.5
40.3
34.7
29.1
23.5
17.9
15.0
12.2

3.8
4.6
5.2
5.7
6.1
6.5
5.9
4.4
-
-
-
-
-
-
-
-
-
-

4.0
4.9
5.6
6.3
7.0
7.5
7.9
8.3
8.3
5.2
6.0
6.7
7.3
7.5
7.5
5.3
2.5
-

1.1
1.4
1.7
2.0
2.3
2.5
2.8
3.1
3.3
3.6
3.8

8.1
9.8
11.3
12.7
14.0
15.1
16.1
16.3
12.9

-
-
-
-
-
-
-
-
-

8.3
10.1
11.9
13.5
15.0
16.4
17.8
19.0
20.1
12.1
14.0
15.7
17.3
18.7
20.0
20.9
20.2
18.2
2.3
2.9
3.5
4.0
4.6
5.2
5.8
6.3
6.9
7.4
7.9

8.1
9.8
11.3
12.8
14.1
15.2
16.1
16.6
13.5

-
-
-
-
-
-
-
-
-

8.3
10.2
11.9
13.5
15.0
16.4
17.8
19.0
20.0
12.0
13.8
15.5
20.0
18.4
19.4
20.2
20.2
18.4
2.4
3.0
3.6
4.2
4.8
5.4
5.8
6.3
6.9
7.4
8.0

3.8
4.5
5.2
5.7
6.1
6.4
5.9
4.6
-
-
-
-
-
-
-
-
-
-

4.0
4.8
5.5
6.2
6.7
7.3
7.7
8.2
8.5
5.1
5.9
6.5
6.9
7.1
6.7
5.5
4.7
-

1.1
1.4
1.7
2.0
2.3
2.6
2.8
3.1
3.4
3.6
3.9

3.6
4.1
4.5
4.2
2.8
-
-
-
-

1.9
2.0
2.0
2.0
1.8
1.6
-
-
-

3.8
4.5
5.1
5.6
6.0
6.1
5.4
3.7
-

4.6
5.2
5.4
3.9
1.5
-
-
-
-

1.1
1.4
1.7
2.0
2.2
2.5
2.7
2.9
3.2
3.4
3.5

7.6
9.1
10.3
11.3
11.3
8.3
7.7
6.8
1.0
4.7
5.1
5.4
5.6
5.7
5.7
5.6
5.3
4.5
8.0
9.6
11.1
12.5
13.7
14.7
15.6
15.4
10.9
10.7
12.3
13.7
14.8
14.0
11.8
9.9
-
-

2.3
2.9
3.5
4.0
4.6
5.1
5.7
6.2
6.7
7.2
7.7

7.6
9.1
10.4
11.3
11.5
8.5
7.8
7.0
-

12.1
13.7
14.9
16.1
15.6
15.3
13.1
12.0
11.0
8.0
9.6
11.1
12.5
13.7
14.7
15.6
15.6
11.4
10.6
12.1
13.4
14.3
14.1
11.4
9.7
-
-

2.4
3.0
3.6
4.1
4.6
5.1
5.7
6.2
6.7
7.2
7.7

3.5
4.0
4.4
4.2
2.8
-
-
-
-

5.2
5.7
6.0
4.6
4.2
3.8
-
-
-

3.7
4.4
4.9
5.4
5.9
5.9
5.4
3.7
-

4.5
4.9
5.0
4.0
1.5
-
-
-
-

1.1
1.4
1.7
2.0
2.2
2.5
2.8
3.0
3.2
3.4
3.6

For any enquire you can call us on 0208  004 8551, email us on enquire@z10safety.com or visit www.z10safety.com
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